
AVR HIGH CAPACITY
WHEEL RAKE

The AVR High-capacity Rake by AgLine features a heavy build and 
easy-to-use “V” style rakes. The AVR is available in 8, 10, or 12 capacity 
fi ngered wheels and is designed for opti mal performance in any 
type of hay applicati on. This effi  cient hay rake off ers frame stability, 
independent fi nger wheels, and quick lift  response, making it the ideal 
product for dependability and endurance.

The independent fi nger wheel suspension allows the 
rake wheels to work together but functi on on their own.

Ground pressure adjustment allows the rake to adapt to 
unlevel or rough terrain. 
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AVR HIGH CAPACITY

PRODUCT SPECIFICATIONS

WHEEL RAKE
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Mechanical with adjustment off ers quick variable 
windrow adjustments without tools.

Telescoping frame extension enables the width to be 
adjusted with a ti e rod on each side of the rake.

Number of Rake wheels
Minimum Working Width
Maximum Working Width
Minimum Windrow Width
Maximum Windrow Width
Transport Height
Rake Wheel Bearings 
Rake Wheel Diameter
Center Kick Wheel 
Single-Side Raking 
Flip Up Raking 
Rake Wheels Lifting 
Independent Wheel Suspension
Ground Pressure Adjustment
Machine Weight 
Minimum Horsepower 
Hitch

AVR 8 AVR 12AVR 10
8

16’ 9”

19’

2’ 7”

6’ 11”

8’ 5”

55”

Opti onal Center 55”

Standard

N/A

Hydraulic

Standard

CAM

1716 lbs.

40

Clevis

Tampered roller bearings with 
grease Zerk 

10

17’ 9”

20’ 8”

2’ 7”

6’ 11”

8’ 5”

55”

Opti onal Center 55”

Standard

Standard

Hydraulic

Standard

CAM

1958 lbs.

50

Clevis

12

19’ 8”

24’ 3”

2’ 7”

6’ 11”

8’ 5”

55”

Opti onal Center 55”

Standard

Strandard

Hydraulic

Standard

CAM

2156 lbs.

50

Clevis

Tampered roller bearings with 
grease Zerk 

Tampered roller bearings with 
grease Zerk 


